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#4 TIES @ 1'-6"

#4 BARS x 8'-11"
(2718 mm) DO

PLAN

SECTION X-X

#4 BARS @ 1'-6" (457 mm) C.C.

MATCH ROAD TEMPLATE WHERE REQUIRED
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DETAIL A

SECTION AT ROAD C L

NOTES:

2. CATTLE GUARD GRID DIMENSIONS SHALL BE VERIFIED

PRIOR TO CONSTRUCTION.

3. ON EARTH-SURFACED ROADS, SET TOP OF CATTLE

GUARD FOUNDATION 8" (203 mm) ABOVE SUBGRADE

UNLESS PLANS OR STAKES INDICATE ANOTHER

ELEVATION. TAPER FILL BACK FROM CATTLE GUARD 

APPROX. 50' (15.24 m) IN BOTH DIRECTIONS.

4. #4 REINFORCEMENT MAY BE SPLICED WITH 24"

(610 mm) LAP UNLESS PROHIBITED.

DESCRIPTION QUANTITIES

UNIT WIDTHS

CONCRETE

#4 REINFORCING STEEL

2"x2"x1/4" 

14' (4.27 m)

3.3c.y. (2.52 cu.m.)

324 L.F. (98.76 m)

28 L.F. (8.53 m)

16' (4.88 m)

3.7c.y. (2.83 cu.m.)

355 L.F. (108.2 m)

32 L.F. (9.75 m)

24' (7.32 m)

5.4c.y. (4.13 cu.m.)

486 L.F. (148.13 m)

48 L.F. (14.63 m)

28' (8.53 m)

6.3c.y. (4.82 cu.m.)

547 L.F. (166.73 m)

56 L.F. (17.07 m)

32' (9.75 m)

7.1c.y. (5.43 cu.m.)

618 L.F. (188.37 m)

64 L.F. (19.51 m)

ESTIMATED QUANTITIES FOR REINFORCED CONCRETE FOUNDATION
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ANCHOR BOLTS,
W/2" (51 mm) PROJECTION
SET TO MATCH CATTLE GUARD

SECTION Y-Y

SECTION Y-Y

WING DRAWINGS

5. THE METRIC CONVERSIONS ARE PROVIDED IN
PARENTHESIS FOLLOWING THE ENGLISH UNITS.
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(203 mm)(152 mm)

2"x2"x1/4"

1/2"Ox5" WELDED

2-#4X8'-11"

3/4"0 x 12" (19x305 mm)

(610 mm) C.C.

2"X2"X1/4"

(51x51x6 mm)

DOUBLE UNIT W=24',28',32'(SEE NOTE 1)

SINGLE UNIT W=14',16'(SEE NOTE 1)
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#4 STIRRUP

QUANTITIESDESCRIPTION

UNIT WIDTHS

CONCRETE

#4 REINFORCING STEEL

2"x2"x1/4"

SECTION Y-Y

1. SEE SPECIFICATIONS FOR WIDTH (W).

(51 x 51 x 6 mm)

(51 x 51 x 6 mm)

X X

YY


